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ISO Grade 32 46 68 100 150

Viscosity:

@ 40°C, cSt 31.3 44.5 67.2 97.6 143
@ 100°C, cSt 5.93 7.55 10.2 13.2   16.3

@ 100°F, SUS       163 220 339 482 737

@ 210°F, SUS      45.7          50.4 59.6 69.8 85.1

Viscosity Index 137 136 132 138 120

Specific Gravity,     0.852 0.854 0.862 0.860 0.887

Flash Point, °F(°C) 480 (249) 515 (269)    520 (271)    555 (290) 550 (288)

Pour Point, °F (°C)  

Density, lbs/gal        

-76(-60)

7.112

-44(-42)

7.129

-46(-43)

7.170

-52(-46)

7.179

-48(-45)

7.410

Autoignition 
Temp., °F (°C)       730 (388)   745 (396)    745 (396)    760 (404)   760 (404)

Emulsion 40/40/0     40/40/0     40/40/0     40/40/0    42/38/0
Tendency   10 Mins.   10 Mins.    20 Mins.   15 Mins. 15 Mins.

Summit SH® Series lubricants are compatible with commonly used seal

materials and equipment designed for use with petroleum oils.  Con-

sult the Material Compatibility Guide for specific recommendations.

SYNTHETIC AIR COMPRESSOR

SH® SERIES  

Summit SH® Series lubricants are manufactured from the
highest quality PAO (polyalphaolefin) base stocks and
advanced additive technology.  SH® Series lubricants are
recommended for rotary screw, centrifugal, vane and
reciprocating compressors and offer many advantages over
petroleum-based lubricants as well as some synthetics -
especially where compatibility is an important concern.  The
SH® Series lubricants have low pour points, high viscosity indices
and excellent water demulsibility.

Physical Properties
PRODUCTS   SH®-32     SH®-46     SH®-68    SH®-100 SH®-150

Ja
nu
ar
y 
25

, 2
02
2

Shelf Life: Product shelf life is 5 years from the date of manufacture, 

after which the product should be recertified prior to use. 




